
Example Schematic

Mains 3 Core
CAT5 RJ45 (DMX)
CAT5 RJ45 (LED)
WIFI
N/A
N/A

DMX OUTPUT TO
DMX INPUT OF 

NEXT LUD48/LUD192

LUS 800 LED STRIP

240V MAINS

LED OUTPUT TO INPUT 
OF INLINE CONNECTOR

DMX INPUT

OUT IN LED
USE INLINE FOR LAST 

UNIT (END TERMINATE 
IF USING T PIECE FOR 

LAST UNIT)

OTHER WIRING OPTIONS PER OUTPUT

12 X CS4’S (DOWNLIGHT/INGROUND)
3 X CS16’S (DOWNLIGHT/INGROUND)
1 X LUS1200
1 X LUS800
1 X LUS800 + LUS400
3 X LUS400
1 X SL12/R
1 X SL8/R
3 X SL4
48 X CS1’S
 

1 X LUS800 PER OUTPUT 

NOTE: 
1 X LUS400 can be added with 1 X LUS800 per 

output using a t piece connector. From the LUD48 LED OUTPUT
connect to the INPUT of the t piece, from the OUTPUT of the t piece 
link to the INPUT of  a inline connector. Use the LED/OUT to connect

your LUS400 & LUS800.


